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General statement

Objective: to study waysto improve the accuracyof ephemerissupport for GLONASS-M SCon the
basisof joint coordinateduse(co-location)of SLRandradiomeasurements.

Relevance:
1. A massiveof measurementinformation obtainedfrom 2012to 2018.
2. An increasein the accuracyof a posteriori ephemerisinformation for GLONASS-M SCand the

consistencyof different IGSanalysiscenterssolutions.
3. Work on co-locationof different measurementand observationtechniquesis highly important in

termsof resultsconsistencyandverification.

Publications on the subject from other authors:
1. ThallerD, DachR, Seitz M, BeutlerG, MareyenM, Richter B (2011): 

Combination of GNSS and SLR observations using satellite co-locations. 
2. ThallerD, {ƻǏƴƛŎŀK, DachR, JäggiA, BeutlerG, MareyenM, Richter B (2012a): 

Geocentercoordinates from GNSS and combined GNSS-SLR solutions using satellite co-locations. 
3. ThallerD, {ƻǏƴƛŎŀK, DachR, JäggiA, Baumann C (2012b): 

The space tie between GNSS and SLR.
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1. Time period: 01.01.2012 ς01.11.2017
2. Number of ILRS stations ς37
3. Stations coordinates taken fromITRF2014 solution
4. Nominal LRA coordinates provided by the ILRS
5. Number of GLONASS-M SC: 14 SC(constantly were a part of a constellation)
6. Number of normal points total ς90367
7. Number of normal points after filtration ς82420

SLR Data
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1. GLONASSSCnavigationalantennaphasecenteroffset from the ANTEXfile recommendedby the IGS.
2. Toperform integratedresearchfour setsof preciseephemeridsobtaineda posteriori from the phase

measurementsin different IGS analysiscenters (IAC, ESA,CODE,IGS) were used as reference
ephemerisdata for GLONASS-M SC.

GNSS Data (1/ 2)
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GLONASS SC antenna phase center location (ANTEX)

GNSS Data (2/ 2)
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LRA center offset on the X-axis (grayςnominal value)

LRA center offset on the Y-axis (grayςnominal value)

Key Test Results (1/ 4)
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LRA center offset on the Z-axis (grayςnominal value)

Mean LRA center offset for 14 SC for each analysis center with respect to the nominal position

Key Test Results (2/ 4)
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Residuals RMS error of laser measurements for the 732 GLONASS-M SC

Key Test Results (3/ 4)
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